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Introduction 

Congratulations on the purchase of this superior Vision product! Please read these instructions and follow them for correct use. Failure to follow the warnings and instructions could result in 
damage to product not covered under warranty, damage to your bicycle; or cause an accident resulting in injury or death. Since specific tools and experience are necessary for proper 
installation, it is recommended that the product be installed by a qualified bicycle technician. Full Speed Ahead & Vision assumes no responsibility for damages or injury related to improperly 
installed components. 
 
Warranty 

Full Speed Ahead (FSA) warrants all FSA, Vision, products to be free from defects in materials or workmanship for a period of two years after original purchase unless otherwise stated in the 
full warranty policy. The warranty is non-transferable and valid to the original purchaser of the product only. Any attempt to modify the product in any way such as drilling, grinding, and 
painting will void the warranty. For more information on warranty policy and instructions for completing a warranty claim, check out the Full Warranty Policy found at our website:  
https://www.visiontechusa.com/en/support/warranty-policy 
 
Specification 

Model Name / Item Number   TFE Aero BTA Mount / V0265 
 
Components 

Follow the assembly order in the illustration: 
① Vision TFE Clip-bar Bridge  

 ② TFE Aero BTA Mount Lower Clamp 
 ③ TFE Aero BTA Mount Fixing bolts M6 
 ④ TFE Aero BTA Mount Upper Clamp 
⑤ Stack Spacer 10mm x1 

⑥ Stack Spacer 20mm x2 
⑦ Metron AERO-POWER Front Hydration System Bottle Cage Mount Carrier   
⑧ Metron AERO-POWER Front Hydration System Bottle Cage 
⑨ Bottle Cage Fixing bolts (M5x16L) x2 
⑩ Washer x2 

 
Installation 

Vision TFE Clip-bar Bridge is designed to fit ONLY the Metron TFA Aerobar basebar and TriMax Carbon Si basebar. Fit to other basebars, may cause slide or sway during use 
resulting in lose of control and could cause an accident resulting in injury or death. 

Use only Vision supplied bolts and ensure apply grease to bolts. Failure to use the correct length bolt can result in thread stripping of the base bar, failure of base bar, and spacers 
that can cause serious accident or injury.     

1. Install Bottle Cage ⑧ to Metron AERO-POWER Front Hydration System Bottle Cage Mount Carrier ⑦, by using Bottle Cage Fixing bolts ⑨ Alternately tighten bolts until torque to 20 kgf.cm 
/ 2 Nm / 18 in.lbs. 

2. Install TFE Aero BTA Mount Lower Clamp ② and Upper Clamp ④ together with Vision TFE Clip-bar Bridge ①, See Table 1 for Stack Spacers ⑤, ⑥ and bolt configuration to adjust the 
Metron AERO-POWER Front Hydration System Bottle Cage ⑧ to the desired height. 

3. Install Bottle Cage Mount Carrier ⑦ and alternately tighten Fixing bolts M6 ③ until torque to 61 kgf.cm / 6 Nm / 53 in.lbs. 
 
Stack Spacer 

Stack height 
Fixing bolts M6 ③ 

⑤  
10mm 

⑥ 
20mm Length 

0 0 0mm 25mm 
1 0 10mm 35mm 
0 1 20mm 45mm 
1 1 30mm 55mm 
0 2 40mm 65mm 
1 2 50mm 75mm 

 Table 1:  Stack Spacer & Bolt Compatibility 
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